
Dimensions

Solder Termination Socket Configurations

RSN116820

RSN116800

RSN116890

RSN116810

RSN116891

RSN116825

6 Pole/5 Amp, 4 Pole/10 Amp, 2 & 4 Pole/5Amp, 2 Pole/10Amp
Non-Environmental Relay Sockets

Mates with M25027 & Series 9226, 
9224, 9225, 9220, 9229, 9927 
Leach Corp. Relay Sockets

SOLDER TERMINATION RELAY SOCKETS

APCD P/N Ref MIL STD Socket MIL STD Relay Leach Corp Relay

RSN116820 MS25330 MS25329 (6 Pole/5 Amp) 9226 Series

RSN116890 MS25328 MS25327 (4 Pole/10 Amp) 9224 Series

RSN116891 MS25462 MS25461 (4 Pole/10 Amp) 9225 Series

RSN116800 MS25326 MS25325 (4 Pole/5 Amp) 9220 Series

RSN116810 MS25322 MS25321 (2 Pole/10 Amp) 9229 Series

RSN116825 MS25324 MS25323 (2 Pole/10 Amp) 9227 Series

Operating Range
Temperature:  -65ºC to 125ºC

Insulation Resistance:  1000 Megaohms Min. 

Dielectric Withstanding Voltage: 1500 VRMS at Sea Level 500 VRMS at 80,000 ft. 

Vibration:  MIL-STD-202, Method 204 Test Condition G

Shock:   MIL-STD-202, Method 213 Test Condition C

Materials
Socket Body:  Polyetherimide per ASTM-D5205 

Grommet:  Silicone Rubber per A-A-59588 

Hardware:  Stainless Steel or Steel w/Cadmium Chromate Finish 

Contact Retainers:  Stainless Steel

Socket Contacts:  Stainless Steel, Hard Gold Plated in Accordance with SAE-AMS-2422
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