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System Attachments
Jig Board Clamps
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Amphenol Part Number Ø A B C

ALBCLP -001 -01 0.50” 1.85” 0.375’’

ALBCLP -001 -02 1.25” 2.81” 0.625’’

ALBCLP -001 -03 2.00” 3.80” 0.625’’

ALBCLP -001 -04 0.88” 2.36” 0.500’’

Amphenol Part Number Ø A B C

ALBCLP -001 -05 0.50” 1.85” 0.375’’

ALBCLP -001 -06 1.25” 2.81” 0.625’’

ALBCLP -001 -07 2.00” 3.80” 0.625’’

ALBCLP -001 -08 0.88” 2.36” 0.500’’

Material: Acetal
Screw: 10/32

Material: Acetal
Screw: 10/32

Product Description
Designed for pre-installation wire harness assembly, the Jig Board Clamps from Amphenol Pcd outlast and outperform other jig board clamping 

devices in the market. Made of Acetal, our durable clamps maintain their original shape after continued use, yet the smooth design of their 

edges diminish wear on the harnesses as they’re being assembled. Developed in multiple sizes, our Jig Board Clamps can accommodate 

a wide range of cable diameters, while the one-piece design enables efficient inventory management. Amphenol Pcd’s clamps make wire 

harness assembly simple and convenient saving both time and money.

Features and Benefits
• Easy to use

• Smooth edges

• Various sizes

• Durable

• No elastic band or straps required




