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MANUAL RESET
CIRCUIT BREAKER

   DECIMALS                         ANGLES

DIMENSIONS ARE IN INCHES
UNLESS OTHERWISE SPECIFIED

PARTS MADE TO THIS PRINT MUST CONFORM TO E9898 REV. E.
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27-JUL-2007

DO NOT
SCALE

REMOVED "VOLTAGE DROP" AND "MECHANICAL SHOCK RESISTANCE"
       ROW  FROM PERFORMANCE CHARACTERISTICS TABLE;
REMOVED "WITH INSERTS" FROM WEIGHT ROW IN SAME TABLE;
ADDED INFO TO "DIELECTRIC STRENGTH" AND "INSULATION RESISTANCE"
       ROW IN SAME TABLE;
100 CYCLES AT 400% RATED CURRENT WAS COMPLIES WITH SAE J553 IN
       ENDURANCE ROW IN SAME TABLE;
96 HOURS PER SAE J1455 WAS MIL-STD -202 METHOD 101D IN SALT SPRAY
       ROW IN SAME TABLE;      C.A.R.

STYCAST SEAL

A

(2 PLACES)

(2 PLACES)
#10-32 UNF - 2A TERMINAL

(2 PLACES)
# 10-32 UNF - 2B NUT

(2 PLACES)
WASHER FOR #10 SCREW

WASHER FOR #10 SCREW
(2 PLACES)

.430

 1.324
1.386

.484

MIN. PANEL HOLE DIA.
.562

.492
DETAIL A

OPTIONAL
2X #8-32 UNC-2B THREADED LOCKING 
MOUNTING BUSHING FURNISHED ONLY 
WHEN SPECIFIED ON ORDER.

VIEW B-B

LOCATION

PART NUMBER
AND DATE CODE

ROTATED 225  CLOCKWISE

MADE                      IN MEXICO

EYELET FOR #10 SCREW
(2 PLACES)

B

B

 .729
.791

45°

   7851-37-60 60                   7851-37-60-I
   7851-37-50 50                   7851-37-50-I
   7851-37-40 40                   7851-37-40-I
   7851-37-35 35                   7851-37-35-I
   7851-37-30 30                   7851-37-30-1
   7851-37-25 25                   7851-37-25-I
   7851-37-20 20                   7851-37-20-I
   7851-37-17½ 17½                   7851-37-17½-I
   7851-37-15 15                   7851-37-15-I
   7851-37-12½ 12½                   7851-37-12½-I

PART NO. AMP RATING PART NO. WITH THREADED INSERTS

VOLTAGE RATING 30 VDC/120 VAC

200% OVERLOAD 5-55 SECONDS

ULTIMATE TRIP % AT 77° F  RATED CURRENT
MINIMUM 100%
MAXIMUM 135%

INTERRUPT CAPACITY SAE J553 AND ABYC-E11
ENDURANCE 100 CYCLES AT 400% RATED CURRENT

DIELECTRIC STRENGTH 1500 VAC MINIMUM MIL-STD-202 METHOD 301
INSULATION RESISTANCE 100 MΩ MINIMUM MIL-STD-202 METHOD 302 CONDITION B
VIBRATION RESISTANCE 10G MIL-STD-202 METHOD 204 CONDITION A
SALT SPRAY 96 HOURS PER SAE J1455
IGNITION PROTECTED SAE J1171
WEATHERPROOF SAE J553
WEIGHT 53 GRAMS MAX.
UL LISTED E 36869
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