
6–151

HARTMAN Sensors and Protective Devices

HARTM
AN Sensors and Protective Devices

6

For factory-direct application 
assistance, phone 419-521-9500 or
fax 419-526-2749.

Cross Reference

Main Main Operating Aux. Coil Seal Duty Coil Trans. Hartman TE
Current AC/DC Rating Contact Mode Contact Voltage Type Cycle Voltage Part No. Part No.
Rating Config. Config. (VDC)
10 DC 28 DPDT Side Stable — 115V Gasket/Vented Cont. E-328-2 1-1616126-8
200 DC 28 SPST NO Side Stable SPST NC 24-30 Gasket/Vented Cont. A772XTB 0-1616545-1
25 AC — — Side Stable SPDT 28 Gasket/Vented Cont. E-387C-1 2-1616126-3

100 DC 28 SPST NO Side Stable SPST NC 28 Gasket/Vented Cont. A-700BU 0-1616109-6
SPST NO.

200 DC 28 SPST NO Side Stable N/A 28 Gasket/Vented Cont. A-700AQ-4 0-1616109-4
28 SPST NO Side Stable N/A 28 Gasket/Vented Cont. A-700AAP 0-1616109-1

300 DC 28 SPST NO Side Stable – 24-30 Gasket/Vented Cont. A-700ZC-7 0-1616109-7
28 SPST NO Side Stable SPST NC 24-30 Gasket/Vented Cont. A-700ZG 0-1616109-9

400 DC 28 SPST NO Side Stable – 24-30 Gasket/Vented Cont. Econ. A-701D 1-1616109-1
28 SPST NO Side Stable SPDT 24-30 Gasket/Vented Cont. Econ. A-701C 1-1616109-0

600 DC 28 SPST NO Side Stable – 28 Gasket/Vented Cont. A-702AAP 1-1616109-3
3 AC/DC 28/115 SPST NO Side Stable – – Gasket/Vented – B-188MA-1 0-1616114-7

29 SPST NO Side Stable SPST NO 28 Gasket/Vented Int. A-711JF 1-1616109-6

600 DC 29 SPST NO Side Stable SPST NO 28 Gasket/Vented Int. A-711JM 1-1616109-7
29 SPST NO Side Stable SPDT 28 Gasket/Vented Int. A-711Z 6-1616071-3
29 SPST NO Side Stable – 28 Gasket/Vented Int. A-711R 1-1616109-8

200 DC

28 SPST NO Side Stable SPST NO 24-30 Gasket/Vented Cont. A-957CSD 0-1616110-6
SPST NC

28 SPST NO Side Stable SPST NO 24-30 Gasket/Vented Cont. A-957G 0-1616110-8
SPST NC

300 DC 24/30 SPST NO Side Stable – 24-30 Gasket/Vented Cont. A-957E 0-1616110-7
350 DC 28 SPST NO Side Stable SPDT 24-30 Gasket/Vented Cont. A-957CA 0-1616110-5
2 DC 28 SPST NC Side Stable – 120 Environ Cont. Q-50Y 1-1616131-2
3.5 DC 28 SPDT Side Stable  – 29 Environ Cont. Q-50F 0-1616131-9

28 SPDT Side Stable – 28 Environ Cont. Q-50BB 0-1616131-5
6.25 DC 28 SPDT Side Stable – 28 Environ Cont. Q-50E 0-1616131-8

28 SPDT Side Stable – 28 Environ Cont. Q-50BD 0-1616131-6
10 DC 28 SPST NO Side Stable – 28 Environ Cont. Q-50A 0-1616131-1
15 DC 28 SPDT Side Stable – 28 Environ Cont. Q-50CC 0-1616131-7

16 DC 28 SPDT Side Stable – 28 Environ Cont. Q-50S 1-1616131-1
DC 28 SPDT Side Stable – 28 Environ Cont. Q-50Z 1-1616131-3

28 SPST NC Side Stable – 28 Environ Cont. Q-50J 1-1616131-0
28 SPST NO Side Stable – 28 Environ Cont. Q-50AC 0-1616131-4

20 DC 28 SPST NO Side Stable – 28 Environ Cont. Q-50AG 0-1616540-7
28 SPST NC Side Stable – 28 Environ Cont. Q-50AB-1 0-1616131-2
28 SPST NC Side Stable – 28 Environ Cont. Q-50AB-2 0-1616131-3

5 AC 115 SPST NC Side Stable – 115 Environ Cont. Q-50V 0-1616132-3
15 AC 115 SPDT Side Stable – 115 Environ Cont. QR-50H 0-1616132-1

28 DPDT Side Stable – – Gasket/Vented Cont. E-316C 1-1616126-4

10 DC 28 3PDT Side Stable – 28 Hermetic Cont. E-311PB 1-1616126-1
28 3PDT Side Stable – 115 Hermetic Cont. E-329E 1-1616126-9
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Cross Reference (Continued)

Main Main Operating Aux. Coil Seal Duty Coil Trans. Hartman TE
Current AC/DC Rating Contact Mode Contact Voltage Type Cycle Voltage Part No. Part No.
Rating Config. Config. (VDC)

100 AC 115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100M 0-1616133-5
115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100D 0-1616133-1

110 AC 115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100J-1 0-1616133-3
50 AC 115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100L 0-1616133-4
60 AC 115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100H 0-1616539-3
70 AC 115/208 3PST NO Side Stable SPDT 18-32 Gasket/Vented Cont. Econ. RA-3100F 0-1616133-2
10 DC 28 DPDT Side Stable – 120V Gasket/Vented Cont. E-308TA 0-1616126-6




