CCO4XXP

ENGINEERING DATA SHEET CONTACTOR
BUSBAR MOUNTING

1PST, 400A/28VDC

Permanent operation

Main contact 1PST (DM)
Auxiliary contacts 2o0r 3PDT
Coil supply Direct current
Related standard AIR 7304

AIR 8456B

AIR 9456

MIL 6106J

PRINCIPLE TECHNICAL CHARACTERISTICS
Contacts rating 400 A /28 Vdc
Weight

- Mounting style A or B and connect 1 or 2 280 g +5%

- Mounting style C or D and connect 3or 320 g +5%
5

Overall size 72.5mm x 41mm x 94.5mm
Metal body, thermoplastic covers for dust protection

CONTACT ELECTRICAL CHARACTERISTICS

Contact rating per load type, main Load Current in Amps
contact @28Vdc
Resistive 400
Inductive [1] 200
Motor 200
Intermediate current 40
Contact rating per load type, 28vdc 115Vac/400Hz
auxiliary contact
Resistive 4 4
Inductive [1] 2 2
Minimum current 2 mA 2 mA
Notes:
[1] L/R 5ms, life 10 000 cycles
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COIL CHARACTERISTICS

Series CC04**p

CODE R N
Nominal voltage 28 Vvdc

Maximum voltage 32 Vvdc

Maximum pickup voltage 18 Vdc

Dropout voltage 1.5 vVdc min.

7 Vdc max.

Inrush current 6 A max. @ 28 Vcc

Hold current 200 mA at 28 Vcc

Suppressor circuit 65 Vpeak 42 Vpeak
GENERAL CHARACTERISTICS

Temperature range -55°C to +85°C
Life at nominal load 50,000 cycles
Dielectric strength at sea level 1250 Vrms
Dielectric strength at altitude 25,000 m 500 Vrms
Insulation resistance at 500 Vdc 100 M Q

Sinusoidal vibrations

10G / 5 to 2000 Hz

Shock 30G /11 ms
Maximum contact opening time under vibration and shock 10 ps
Maximum operate time at 28 Vdc 30 ms
Maximum dropout time at 28 Vdc 20 ms max
Power contact voltage drop
- initial value 120 mv
- After life 180 mV
Auxiliary contacts
- Voltage drop at 1 Amp 70 mV max
1Q
- Contact resistance at low level (<20 mA) 2 mA
- Minimum current
Mounting torque
- Power terminal M8 9 Nm
M5 2.45 Nm
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CONFIGURATION STYLES

Series CC04**P

MOUNTING STYLES
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YPE 5 TYLE - M5 PTIVE SCREWS
i i D — UN 0/32 CAPTIVE SCREWS
MOUNTING STYLE A AND B WITH MOUNTING DIMENSIO! AND
ARE COMPATIBLE WITH CURRENT SENSORS (SEE BOOK
COIL AND AUXILIARY CONTACTS CONNECTOR TYPE
TYPE CONNECTOR DIMENSIONS
SUB-D B
TYPE 3 9 PTS/2 LINES 355 13.9
TYPE 4 >TS/3 LINES 355 | 1835
TYPE S 15 PTS/2 LINES 40 3.9
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STANDARD TOLERANCE: .XX £ .76mm
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SCHEMATIC DIAGRAM

CC04**P
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SCHEMATICS 5 & 6
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SCHEMATICS 3 & 4

SCHEMATIC S
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NOTE 2 AVA \BLE WITHOUT
SUPPRESSOR
NOTE 3 : SUPPRESSOR COMPATIBLE
i LIGHTNING TEST TO
DO 160

NUMBERING SYSTEM

P/N

MOUNTING
STYLE

MOUNTING
SIZE

SCHEMATIC

CONNECTOR
CODE

CONNECTOR TYPE

CCO0438P-XXN78A
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SubD 9 contacts M 24 308/24-1F

CC0401P-XXR84A

SubD 15 contacts Mil-C-24308C

CC0438P-XXN86A

SubD 15 contacts M 24 308/24-2F

CC0401P-XXR01B
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SubD 15 contacts M 24 308/24-2F

MOUNTING ACCESSORIES
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MOUNTING
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] é % TERMINAL DINENSIONS
AR ! PN TPE | A] B[ € [ 1 § :
i F i S0MBA-00 | WALE | B | 15|22 DIA|SDA|  We | 22
% = TOVBAI04 | WALE | 75| 17 |20 DIA| 4 DA Mg | 22
| ey JVB4I-03 | WALE | 175] 17 |20 DIA| 4 DIA| 5/16° UNFeh | 22
. T JoVBH-02 | WALE | 175] 17 |20 DIA4DIA] W6 | 15
AT TERVINA T2VBAI0L | FINALE | 175] 7 |20 DA 4 D] W5 |75

STANDARD TOLERANCE: .X £ .5mm
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